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be given to the proper procedures to as-
sure satisfactory cleaning. All C.I.P. 
installations and cleaning procedures 
shall be in accordance with 3–A Sug-
gested Method for the Installation and 
Cleaning of Cleaned-In-Place Sanitary 
Milk Pipelines for Milk and Milk Prod-
ucts Plants. Because of the possibili-
ties of corrosion, the recommendations 
of the cleaning compound manufac-
turer should be followed with respect 
to time, temperature and concentra-
tion of specific acid or alkaline solu-
tions and bactericides. Such cleaning 
operation should be preceded by a thor-
ough rinse at approximately 110–115 °F. 
continuously discarding the water. Fol-
lowing the circulation of the cleaning 
solution the equipment and lines shall 
be thoroughly rinsed with lukewarm 
water and checks should be made for 
effectiveness of cleaning. All caps, 
plugs, special fittings, valve seats, 
cross ends, pumps, and tee ends shall 
be opened or removed and brushed 
clean. All non-pasteurized product con-
tact surfaces should be sanitized. Im-
mediately prior to starting the product 
flow, the pasteurized product contact 
surfaces shall be given sanitizing treat-
ment. 

(b) Milk cans and can washers. Milk 
cans and lids shall be cleaned, sanitized 
and dried before returning to pro-
ducers. Inspection, repair or replace-
ment of cans and lids shall be adequate 
to substantially exclude from use cans 
and lids showing open seams, cracks, 
rust condition, milkstone or any un-
sanitary condition. 
Washers shall be maintained in a clean 
and satisfactory operating condition 
and kept free from accumulation of 
scale or debris which will adversely af-
fect the efficiency of the washer. Only 
washing compounds which are compat-
ible with the water for effective clean-
ing, should be used. The can washer 
should be checked regularly during the 
run for proper operation. At the end of 
the day, the wash and rinse tanks 
should be drained and cleaned, jets and 
strainers cleaned, air filters checked 
and changed or cleaned if needed, and 
checks should be made for proper ad-
justment and condition of mechanical 
parts. 

(c) Milk transport tanks. A covered or 
enclosed wash dock and cleaning and 

sanitizing facilities shall be available 
to all plants that receive or ship milk 
in tanks. Milk transport tanks, sani-
tary piping, fittings, and pumps shall 
be cleaned and sanitized at least once 
each day after use: Provided that, if 
they are not to be used immediately 
after emptying a load of milk, they 
shall be washed promptly after use and 
given bactericidal treatment imme-
diately before use. After being washed 
and sanitized, each tank should be 
identified by a tag attached to the out-
let valve, bearing the following infor-
mation: Plant and specific location 
where cleaned, date and time of day of 
washing and sanitizing, and name of 
person who washed and name of person 
who sanitized the tank. The tag shall 
not be removed until the tank is again 
washed and sanitized. 

(d) Building. All windows, glass, par-
titions, and skylights should be washed 
as often as necessary to keep them 
clean. Cracked or broken glass shall be 
replaced promptly. The walls, ceilings 
and doors should be washed periodi-
cally and kept free from soil and un-
sightly conditions. The shelves and 
ledges should be wiped or vacuumed as 
often as necessary to keep them free 
from dust and debris. The material 
picked up by the vacuum cleaners shall 
be disposed of in sealed containers 
which will prevent contamination or 
insect infestation from the waste mate-
rial. 

§ 58.147 Insect and rodent control pro-
gram. 

In addition to any commercial pest 
control service, if one is utilized, a spe-
cially designated employee should be 
made responsible for the performance 
of a regularly scheduled insect and ro-
dent control program. Poisonous sub-
stances shall be properly labeled, and 
shall be handled, stored and used in 
such a manner as considered satisfac-
tory by the Environmental Protection 
Agency. 

§ 58.148 Plant records. 
Adequate plant records shall be 

maintained of all required tests and 
analyses performed in the laboratory 
or throughout the plant during storage, 
processing and manufacturing, on all 
raw milk receipts and dairy products. 
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